
Welding Instructions
Central adapter on the side of the bucket

Welding Instructions

The welding will be carried out using basic electrodes: AWS E 7016 or 7018, DIN 
1913 E 51 43B10 or E 51 54B 102G.

1. Instal adapter on up plate.

2. Preheat at 95°C for plate thickness lower than 40 mm (1.3/4 In) with
 surronding temperature over 5°C. With surrounding temperature below 5°C or 
plate thickness over 40 mm preheat at 185°C.
Tack weld adapter to lip plate.

Preparation: Dig the side to the 
dimensions of the adapter
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Installation: The adaptor should be 
aligned with the middle of the side.
Rotate towards the outside 3°or 
4°and recenter the adaptor after 
rotation

Do not weld

Welding (Step 1): Weld following the 
order indicated in the figure. 
Make several passes in order to have a 
homogeneous weld

Welding (Step 2): Weld in the same 
way on the opposite side. The bottom 
area welding method does not vary 
with regard to that of the central 
adapters

Welding (Step 3): Weld at half leg length (1) 
turn around back of leg and stop weld bead 
at middle of opposite side (2).
Start next bead at half length of lip bevel 
(3)(never weld around leading edge) 
and drive welding until weld deposit contact 
first bead at 1.

Rotate towards the 
outside 3° to 4°
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